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Waterproof distribution box model
parameters

Overview
Discover EKDB10 IP65 waterproof distribution boxes made of durable PC plastic.
Available in 4-39 ways, single/double/triple layers, ideal for industrial, commercial,
and photovoltaic applications.

Key Takeaways
Waterproof distribution boxes typically feature IP65–IP68 protection, durable ABS or
PC housings, DIN rail compatibility, and thermal ranges from −25 °C to +85 °C for
reliable outdoor and industrial use.

Key Specifications

Ingress Protection (IP Rating): Most waterproof distribution boxes are rated IP65 to
IP68, ensuring protection against dust, water jets, and temporary immersion in water,
compliant with IEC 60529 standards. Material: Housings are commonly made from
ABS or polycarbonate (PC) plastics, offering high mechanical strength, UV resistance,
and corrosion resistance for outdoor installations. Internal Configuration: Boxes often
include DIN rails, terminal blocks, and mounting plates made of galvanized steel or
reinforced fiberglass.

Adjustable depth grids and molded mounting pillars allow secure installation of circuit
breakers and other components while isolating them from condensation. Dimensions
and Capacity: Available in multiple sizes, typically 4–39 ways, with options for single,
double, or triple layers to accommodate different wiring needs. Thermal Range:
Designed to operate in extreme conditions, with a temperature range of −25 °C to
+85 °C, suitable for deserts, coastal areas, and cold climates.

© 2026 ALFA PRO COMMUNICATION SYSTEMS (Pty) Ltd - All rights reserved



Page 2/4

Sealing and Latches: High-grade polyurethane gaskets and heavy-duty stainless steel
latches maintain uniform pressure and prevent water ingress even after repeated
openings. Standards Compliance: Meets IEC 60529, IEC 62262, and IEC 60695-2-10
for electrical protection, mechanical impact resistance, and flammability.
Applications: Ideal for industrial, commercial, photovoltaic, EV charging, and outdoor
electrical installations, protecting terminals, splices, and miniature modules from
water, dust, and UV exposure.

Installation Features: Pre-molded knockout holes for cable entry, liquid-tight cable
glands, and rear mounting holes with rubber sealing washers ensure secure and safe
installation. Waterproof distribution boxes are engineered to balance durability,
safety, and serviceability, making them suitable for harsh environments while
providing flexible internal layouts for various electrical configurations.

Article Content

Key Technical Parameters For Waterproof Distribution Box

Selecting the right waterproof distribution box involves more than just picking a
plastic shell. Technical data points dictate how well your internal components stay
dry and functional under

Waterproof Distribution Box | IP65 Plastic DIN Rail

Each enclosure delivers dependable IP65–IP68 sealing for outdoor and industrial use,
with options for plastic waterproof distribution box housings and DIN rail

EKDB10 Distribution Box | IP65 Plastic Waterpro

Discover EKDB10 IP65 waterproof distribution boxes made of durable PC plastic.
Available in 4-39 ways, single/double/triple layers, ideal for industrial, commercial,
and photovoltaic applications. Meet

EKDB10 Durable IP65 Rated Waterproof Distribution Boxes

These boxes offer ample wiring space and boast an IP65 protection level, making
them ideal for various indoor and outdoor applications. Available in 7 different
specifications （4 to 39 positions）, they are

Waterproof Electrical Distribution Box, SHPN Series

Protection level: IP66, ensuring that the distribution box is effectively waterproof and
dustproof in harsh outdoor environments. Impact protection level: IK09, providing
strong physical protection for the

EKDB10 IP65 Waterproof Distribution Box | Industrial Electrical ...
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Featuring IP65 ingress protection, IK09 impact resistance, and a durable ABS/PC
construction, this series provides a dependable enclosure solution for residential,
commercial, and

IP65 Waterproof Distribution Board

Standard IP65 waterproof HA series distribution board certified by SGS. Excellent
performance on waterproof! The casing is made from anti-UV ABS and PC. It is
durable enough for long time outdoor

Waterproof Distribution Box WPN | IP65 Clear Door DIN-Rail | WILLELE

WPN Waterproof Distribution Box with ABS body, smoked PC door and DIN rail. IP65,
CE & RoHS. Single and multi-row models from 4 to 18 ways. Knock-out entries
support cable glands for reliable

SHPN SERIES Waterproof Distribution Box

Waterproof and dustproof: IP66 protection level, suitable for indoor and outdoor
installation, especially suitable for outdoor environments. Modular design: The
number of modules ranges from 4 to 36 to

Waterproof Distribution Box Manufacturer | IP65/IP66 PC & ABS ...

All SELHOT distribution boxes are manufactured in our ISO 9001 certified facility and
tested per IEC 60529 (ingress protection) and EN 60670-1. Use the tabs below to
compare series,

Waterproof Distribution Box Manufacturer | IP65/IP66 PC & ABS ...

Selhot Electric offers factory-direct IP65/IP67 waterproof distribution boxes. UV-
resistant PC/ABS material, CE/TUV certified, custom knockouts available. Get a quote
today.

Outdoor Electrical Distribution Box Specifications: NEC

Complete specification guide for outdoor electrical distribution boxes covering NEC
Article 312 requirements, NEMA ratings, sizing calculations, and

Insulation & Sealing Design Standards for Waterproof Cable Distribution Box

Outdoor power distribution box equipment operates in harsh year-round
environments, prone to insulation aging, water ingress and short-circuit.

7 Key Features of the Best Waterproof Distribution Box for Ultimate ...

So, when you''re on the hunt for the right waterproof distribution box, one of the
biggest things you wanna consider is the security features. I mean, we''re talking
about protecting your gear
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Waterproof Distribution Box: Basic Shell Structure And Design

Selecting the right waterproof distribution box ensures long-term safety and electrical
integrity in demanding environments. This guide examines the critical structural
components that

What is a waterproof outdoor distribution box

A waterproof outdoor distribution box shields electrical connections from water, dust,
and weather, ensuring safe and reliable outdoor power distribution.

Outdoor Waterproof Enclosure Box – TSM Series Plastic Distribution Box -

Outdoor Waterproof Enclosure Box – TSM Series The TSM Series Plastic Distribution
Box is designed to provide safe, reliable, and aesthetic housing for circuit breakers,
switches, terminals, and other

GDB Waterproof Circuit Breaker Distribution Box

PRODUCT FEATURES It isapplicable for special waterproof, dustproof and corrosion-
prooflocations Executive standard：IEC60529,EN 60309,IP65 TECHNICAL DATA

Contact Us

Continue your research online:

Website: https://alfa-pro.co.za
Technical inquiry: https://alfa-pro.co.za/contact.html

This document is for preliminary research. Verify specifications against current
standards, product documentation and project requirements.
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